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ABSTBACT 

Lightning has always posed a serious threat to operations involving explosives, especially within the DOD and commercial 
mining and construction industries. In recent years, technological advancements in communications systems and microprocessors 
have significantly improved the accuracy and efficiency of lightning detection and warning systems and instrumentation. These 
advancements have also increased the availability of highly reliable, accurate and affordable systems for use in receiving, 
processing and displaying realtime lightning information and data from warning instrumentation. 

Access to these systems, which detect the presence of, or potential for, cloud-to-groundand a varying percentage of cloud stroke 
lightning, is exposing personnel to one of the most complex elements of atmospheric physics. Armed with this “scientific data”, 
supervisors and managers are expected to make the right decision all of the time, decisions that will have a significant impact 
on personnel safety, productivity, and the organization’s material resources. It is a fact of life that the data they are dealing 
with is not perfect, can be misinterpreted, and in many cases, can be unwittingly viewed as a false report. Such factors will not 
only reduce the effectiveness of the system in the every day environment, but also, significantly undermine user confidence which 
could slow response/reaction to future warnings. 

The intent of this paper is to; (1) provide the reader with a basic understanding of thunderstorm/lightning meteorology, (2) 
review various technologies used in the detection and advance warning of lightning events; (3) address lightning effects on cables; 
(4) discuss methods and procedures, along with information gained by various activities who employ either detection or advance 
warning technology, or both, within their daily operations. Access to such information will provide current and potential users 
with additional insight on these issues, and hopefully, stimulate new ideas on ways such systems can be used to  improve the 
explosives safety environment without compromising operational readiness. 

1.0 Introduction 

Since the last seminar in St. Louis, Missouri in 1990, there 
has been a significant increase in the number of 
organizations utilizing realtime lightning data and/or 
advance warning, such as Electric Field Mills (EFM), 
instruments to support operations and safety needs within 
the explosives environment. 

While a significant number of commercial users has 
evolved, such as Amax Coal Company, Northrup, Rockwell 
International, and Lockheed Missiles and Space, an equally 
significant number of users !within the Department of 
Defense (DOD) has also taken place. The system 
configuration at these activities varies between employment 
of only realtime detection and tracking systems, or 
integration with, or stand alone operation of, EFM’s. 

Some of the activities that utilize only realtime systems 
include, Redstone Arsenal, NTC Orlando, Maxwell AFB 
and NAS Memphis. While those integrating such data with 
EFM outputs include, POMFLANT, NSWC White Oak, 
NSWC Yorktown, and NAS Jacksonville. In some cases, 
there are locations that only use EFMs, such as Naval 
activities in Orlando, Florida, Indian Head, Maryland and 
Silverdale Washington. 

The purpose of this paper is to provide the reader with a 
refresher on thunderstorm/lightningmeteorology, lightning 
warning and detection instruments and systems, and 

information gained and procedures used by various 
activities who employ either detection or EFM technology, 
or both, within their daily operations. Access to such 
information, will provide current and potential users 
additional insight and stimulate new ideas on ways such 
systems can be used to improve the explosives safety 
environment, without compromising operational readiness. 

2.0 Understandha Thunderstom and Lwhtning 

Before discussing the application of detection and warning 
systems, it is important that the reader gain a basic 
understanding of, and respect for, lightning phenomena 
and the threat it poses. The information below, vhile 
somewhat condensed, is intended to provide a different 
perspective of thunderstorms and expose the reader to new 
theories on thunderstorms and lightning. 

While thunderstorms are considered to  be the mbst 
spectacular weather phenomena, lightning by far is the 
most dangerous. Traveling at the speed of light, the energy 
of a lightning discharge can reach a magnitude of well over 
200,000 amps or several tens of millions of volts. More 
people are killed annually by lightning than by tornadoes, 
hurricanes or floods. 

2.1 Types of Thunderstorms 

There are two types of thunderstorms, synoptic and air 
mass. Synoptic thunderstorms are those which are 
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generated by major weather systems such aa fronts, low 
pressure systems, and hurricanes. On the other hand, the 
air mass variety appear as singular or groups (clusters) of 
cells which form during the summer throughout the United 
States. 

2.1.1 Syutmtic Thunderstorms 

These thunderstorms usually involve a broad area and 
demonstrate some consistency as to their movement and 
intensity. Some may be embedded in large areas of 
cloudiness, as with a warm front, while others will form a 
distinct line when associated with cold fronts. Typically, 
the rrfost severe form of thunderstorm will frequently be 
found in a squall line, which is spawned by a fast moving 
cold front. These stonns have been known to move at 
ground speeds greater than 60 mph and, in some cases, 
their tops may extend more than 50,000 feet into the 
atmosphere. It is not uncommon for these storms to 
produce large hail, high winds, tornadoes and flooding. 

One advantage when dealing with synoptic activity is that 
the frequency and intensity of the storms is predicted with 
a high level of accuracy. Thus, adequate warning is usually 
provided in advance so people can take action to reduce 
potential for damage, or anticipate unavoidable damage. 

2.1.2 Air Mass Thun- 

As previomly noted, these storms are normally generated 
by the heat of the day and involve either individual or 
groups of cells. When addressing a group of cells, the most 
common types are clusters and lines. A good example of 
such activlty is the line of thunderstorms that form along 
the Ohio River Valley or over the Piedmont area of the 
Carolinas &ring the Summer.months. 

These storrns are highly predictable, especially during the 
Summer, when the only day to day change in patternn is 
storm movement, or the location where they may initially 
form. There are times when conditions over a certain area 
are e n h a n d  by converging wind fields or synoptic systems 
in the uppm atmosphere. When this occurs, storm activity 
tends to errease and involves a larger area. The biggest 
problem aaaociated with these s t o r m  is that they can 
develop q&ckly and thus, create a first strike haeard with 
no advance warning of such an event. TheEefore, it is fair 
to state that air mass thunderstorms represent the most 
serious threat to the explosives environment. 

2.2 Thun&rstom Orinins 

A typical thunderstorm involves three stages; (1) Cumulus, 
2) Mature, and 3) Dissipation. In some cases, a fourth 
stage, called the redevelopment stage, may also occur in 
various situations. The life cyde of a typical thunderstorm 
will vary between 1 and 2 hours. For convenience, the 
term "cell' is used to address individual thunderstorm- 

For a cell to farm, three elements are necessary; (1) 
moisture, @) a lifting action, and (3) hygroscopic nuclei. 
Sources of moisture may be large bodies of water such aa 
oceans, lakes, rivers, or other local sources, such as ponds 
and streams. In most cases, the lifting action is supplied 
by warm atfas  if rises from the earth's surface. However, 

other natural actions such an wind flowing up mountain 
slopes, or sea/land breexe regimes can also produce 
sufficient lift. Hydroscopic nuclei serves aa a host upon 
which water vapor will adhere when it undergoes the 
process of condensation. The type of nuclei varies 
geographically and can includecoal dust, sand, salt crystals 
and various forms of industrial pollutants. It is important 
to note that a delicate balance of these elements must be 
sustained during the cell's development. Jf any one 
element's influence is reduced, or becomes dominant, then 
the cell will normally not evolve into a thunderstorm. 

2.2.1 Btmullu S t a m  

This stage is recognixable by the formation of puffy white 
clouds that form into a basic cell. The cell feeds on the 
warm moist air from below, and as it builds into the 
atmosphere, draws additional moisture and heat from the 
surrounding air. During this stage, all currents within the 
cell are upward and during the latter phases, downdrafts 
begin to form in the upper portion of the cell. Occasional 
intracloud lightning may occur near the end of this stage. 

- 

2.2.2 Matllre3taU.e 

Duringthis stage, well defined downdraft and updraft 
patterns are established within the cell. As the cell builds 
further into the atmosphere, it will normally encounter a 
uniform wind field that pushes some of the associated cloud 
mass away from the main cell. This mass is commonly 
called an anvil. The altitude of the anvil's base may vary 
from 25,000-30,000feet above ground level. In addition, as 
the cell approaches full maturity, its appearance will take 
on a more ominous character as the moisture content and 
lightning activity increases. A cell is fully matured when 
precipitation falls from the base and reaches the earth. 
This event is preceded by a release of cold air from the base 
of the cloud that takes place in the form of a downdraft. 

As this downdraft travels downward, it comes in contact 
with the earth and on impact, moves horixontally outward 
in all directions. Thin event is commonly called a "first 
gust h t " .  The h d s o n t a l  extent of this front is greatest 
along the cell's axia of movement. It is not uncommon for 
the windfield to extend 15 miles ahead of the cell and more 
than 5 miles in other directions. Winds in excess of 100 
knots have been recorded in more severe versions. During 
this phaae, _I a significant increase in lightning activity takes 
place. When considering the sequence of events we have 
discussed to this point, it is obvious that the on-set of the 
first gust front is an environmental alarm that alerts us to 
approaching danger. 

2.2.3 Dbdpation Stwe 

During this stage, all motion within the cell is downward. 
Lightning is still active during the early part of this stage; 
however, as the rain subsides, the lightning tapers off and 
the wind gradually abates. Many people will disagree with 
such astatement, because at one time or another they have 
encountked situations where the wind, rain and lightning 
have persisted for many hours from what appeared to be 
one cell, or area. In a sense they are correct because such 
a sce- can and does occup, especially with synoptic 
thunderatorms. To better understand the cause of such 
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conditions, it  is important that a fourth stage of the 
thunderstorm process, the redevelopment cycle, be 
recognized. 

2.2.4 Redevelopment Cyde 

As the cold air within the first gust front travels outward 
from the cell, it is once again warmed by the earth's surface 
and the surrounding air, and obtains moisture from the 
atmosphere and other sources. The air is slowly modified 
and begins to rise and turn in a counterclockwise motion. 
This action results in a new thunderstorm cell which may 
evolve into a thunderstorm as the parent cell decays. 

This cycle is not uncommon in an air mass situation, 
especially if a line or cluster is involved, or a very unstable 
feature such as an upper level trough is present. Personnel 
should be sensitive to the re-appearance of indications 
common to the cumulus and mature stages to recognize 
this event, since most of the time the associated cloud mass 
is disguised by residual clouds generated by the parent cell. 

2.3 Thunderstorm Catenaries 

There are only two categories of thunderstorms, normal 
and severe. By definition, a 'severe storm must produce 
surface wind speeds of 50 knots or greater or hail, if 
present, that is 3/4 inch in diameter or greater. If 
conditions are less than these, the storm is viewed as a 
normal thunderstorm. In addition, under current rules, the 
type of lightning or its frequency are not used in classifying 
storm severity. 

2.4 The Liahtnina Profile 

The atmosphere in its normal state has a positive charge, 
while the earth's is negative. As a thunderstorm enters the 
latter portion of the cumulus stage, the on-set of down 
drafts within the upper portion of the cloud induces a 
mixture of charges within the cell. As the cell builds 
through the freezing level and enters the early part of the 
mature stage, a discharge between the positive charged 
region in the cloud base and the negatively charged region 
above it takes place. This event frees electrons in the 
negative regioA which were previously immobilized by 
attachment to water/ice particles being carried downward 
within the cloud. 

The freed electrons overrun the positive region along the 
base of the cloud, neutralizing its small positive charge, 
then continue their trip toward the ground, which takes 20 
milliseconds. The vehicle for moving the negative charge 
to earth is the stepped leader, which moves from the cloud 
to the ground in rapid luminous steps each of which are 
150 feet in length. Each leader step occurs in less than a 
microsecond and the time between steps is about 50 
microseconds. 

When the stepped leader is near ground, its large negative 
charge induces large amounts of positive charge beneath it 
on the earth and objects projecting above the earth's 
surface. Since opposite charges attract each other, the 
positive charge attempts to join the negative charge and in 
doing so, initiates upward going discharges. One of these 
discharges contacts the downward-moving leader and 

thereby determines the lightning strike point. When the 
leader initially touches ground, electrons flow to ground 
from the channel base and as the return stroke moves 
upward, large numbers of electrons flow at  greater and 
greater heights. It is this return stroke that produces the 
bright visible channel. 

The human eye is not fast enough to see the propagation 
of the return stroke or the stepped leader preceding it. To 
an observer, it appears that all points on the channel 
become bright simultaneously. The total discharge takes 
place in 0.5 sec., and is called a flash. Each component 
discharge called a "stroke", is measured in tenths of 
milliseconds. Usually, a flash contains 3 or 4 strokes. 
Often lightning appears to  flicker. In such cases, the eye is 
detecting the individual strokes which make up the flash. 
Contrary to popular belief, strokes within a flash may not 
always originate a t  the point where the original discharge 
takes place. Parameters (distance and time) used to 
qualify such events varies from 3 km and 180 milliseconds, 
to  10 Km and 500 milliseconds, Casper [l]. Figure-1 
provides an overview of such events. 

Currently, there are only four recognized types of lightning; 
(1) intracloud, (2) cloud to cloud, (3) cloud to air and, (4) 
cloud to ground (CG). In many cases, the first three are 
grouped into one term "cloud strokes". The remainder of 
this section will primarily deal with CG lightning. 

2.4.2 Bolts From the Blue 

This is the most dangerous form of CG lightning, in that it 
will affect people who at the time of the event, think they 
are safe by virtue of their distance from the thunderstorm 
cell. In some cases, CG lightning has affected an area that 
is under sunny skies, and thus the term "Bolt from the 
Blue" was born. In most cases, the anvil that spreads from 
the upper portion of the thunderstorm is the source of this 
type of lightning. Within the anvil the typical electrical 
pattern is reversed in that a positive charge extends over 
a section of earth where the ground is still in a state of 
negative charge. When considering the distance from the 
base of the anvil to the ground, it is not unusual to see 
strong discharges associated with this type of lightning. 
There have been reports of these lightning strokes 
occurring up to 30 miles from the main cell, and producing 
currents in excess of 150 kiloamps. 

3.0 LiQhtninQ EfEeds on Overhead and Buried Cable 

Facilities manufacturing or using explosives may suffer 
from lightning effects even though the lightning may be 
several miles away and within a cloud. Induced electrical 
and magnetic effects from such lightning in cables can 
cause large voltages [2]. These over-voltages can cause 
many problems such as premature ignition of explosive 
devices used in blasting operations. Excessive sparking 
between cables may algo cause detonation of gasses in 
explosives manufacturing plants. Adequate bonding and 
surge suppression may help to  reduce these effects, but 
direct strikes will almost always cause some sparking. 
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The major sources of lightning surges in conductors are due 
to: ~ 

_ _  - - - - -~- 

a) G r o d  potentials caused by nearby lightning strokes. 
b) Induced effects caused by lightning current flowing on 
a shield. 
c) Direcfstrokes to a wire. 
d) Side-flashes to the conductor from a nearby strike. 
e) A straight conductor acting as a electrical field change 
antenna for lightning effects. 
f )  A looped conductor acting as a magnetic field antenna 
for lightning effects. 

Buryingthe cable does not remove lightning effects, as the 
cable is €hen an ideal ground path for the current. The 
lightning-current may side-flash several meters to the 
conductor under the ground, where the distance is 
primarily a function of solid resistivity and the resistance 
of the conductor to ground. 

The largest lightning voltage recorded on a transmission 
line reached a peak value of 5 million volts in less than two 
microseconds. .- 

The resulting oscilloscope recording is shown in Figure 3 
and the stroke occurred some 4 miles up the line. It is 
suggested that closer to the strike point, the current rate 
was probably of the order of 10 miIlion volts per 
microsecond. 

Residential 120V AC lines are found to experience peak 
lightning associated voltages of up to 6 kV and internal 
switching transients up to 3 kV. The transients will be 
oscillatory in nfature with a fundamental frequency from a 
few tens of kilohertz to several megahertz with components 
ranging tKto hundreds of megaherh. They will lastfrom 
100 nanoseconds to 100 m&oseconds and be clamped 
within a few cycles. Good grounding and bonding may 
reduce the transients significantly. 

Intracloud lightning causes a considerable number of 
induced effects on cables of several thousand volts and 
several hundred amps even though the separation distance 
of cable to discharge may be several miles. The main 
reason for such an effect is that the power, telephone, or 
data cable acts as an antenna. Shorter cable give rise to 
larger surges due to reflections at  the cable ends. 

Nearby cIoud or air discharges, particularly if the stroke 
channel ia directly above and parallel to  a line, may cause 
appreciable voltages in the line. A value of 10 kV/km for 
an earth resistivity of 1,000 ohms m. has been calculated 
(Boyce, m2). Thus, nearby cloud discharges will cause 
protector operation and induce substantial currents in 
lines. It= however, difficult to obtain data on the effects 
of mch diacharges since their location and orientation are 
not readiry determined. 

In the case of lightning strokes to ground more than ahout 
30 kilometers from a line, the radiation component of the 
field is predominant. At distances exceeding several 
hundred kilometers, the induced voltage in the line 
comprisea a train of waves caused by successive reflections 
of the radiated pulse from the ionosphere and earth. The 
peak voltages do not exceed a few tens of volts, and at 
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most, they may cause some noise in unbalanced lines. 
GrouEiTstrokes further than 3 to 5 kilometers from a line 
normally induce less than a kilovolt in lines of any 
appreciable length, although higher voltages will occur on 
short, well-insulated lines. Again, the currents to ground 
through terminal protectors are small. 

Stroka to ground at distances of between about 25 and 
3,000 meters will generally induce more than 1,000 volts in 
overhead lines, and these, together with direct strokes to 
the line, are of principal importance. The maximum valtage 
is induced at or near a point on the line opposite the 
lightning stroke. A surge is propagated along the conductor 
in bothdirections, and repeated reflections occur from both 
ends of the line, resulting in surge durations up to several 
m i l l j o n d s .  Both the time to crest and the time to half- 
value of initial surge increase with distance from the stroke, 
as rnw be seen from Figure 4. Some indication of the order 
of currents in a single horizontal conductor 1,000 meters or 
more in length above earth with zero resistivity, is given in 
Figure 5 for various stroke currents and distances from the 
stroke: The crest currents and not the voltages are given 
sinceme current is of greater importance in specifying the 
characteristics of protectors. On a long line, the crest 
currehts in the traveling waves, before attenuation, will be 
half orthe values in these figures, and the crest voltage will 
be the product of this current and the surge impedance of 
the conductor. Heavy discharges nearer than 50 or even 
100 meters from the line will cause flashover of the 
insulators. Hence, the full currents given in Figures 4 & 5 
will not always be propagated at both ends of the terminal 
protectors, and this means there is a voltage between the 
ends al the line. This voltage is plotted as a function of 
time WFigure 6. Since the gradient decreases rapidly with 
distance from the flash, the voltage difference between the 
e n d s t h e  line isdetermined mainly by the potential at 
the end nearest to the flash, unless the line is shorter than 
300 to 400 metera. The surge impedance of a short line, 
due to  multiple reflections, reduces very rapidly to the 
termiuating impedance, which is normally the resistance of 
the earth electrode.. Since an earth resistivity of 1,OOO ohm 
m. mag be considerably exceeded, currents of the order of 
5 to La kA are possible in short lines--these are much 
higher than the few hundred amperes in Figure 5. 

The various ways in which voltages and currents in paired 
and caaxial cables are caused by nearby ground flrrrheo 
depend in a complex manner on several factors. If the 
lightning current enters a cable at some point along itr 
length, the current will divide into two roughly equal parts 
on each side of the point of impact. Particularly in high 
ground-resistivity areas, these surge currents will flow for 
considerable distances in metal sheaths before being 
attenusted and dissipated to ground. 

These currents cause avoltage drop on the internal surface 
of the sheath, and this appears as an impulse voltage 
between the sheath and the conductors. Figure 6 is based 
on a formula by Sunde. If breakdown occurs, part of the 
lightning current will flow into the conductors. Since the 
attenuation of the conductors/sheath circuit is much less 
than that of the sheath/earth circuit, the voltage between 
the sheath and the conductors increases with distance from 
the impact point, and further damage to the cable may 
occur aeveral kilometera away. 



In addition to the foregoing mechanism, high currents are 
produced in short cable conductors by the differences in 
the earth potentials a t  points (such as the ends of 
branching points), where protectors to earth are fitted in 
exactly the same way as described for open-wire lines. 
This occurs even though there has been no breakdown in 
the cable itself. This effect is more serious than for open- 
wire lines, since cable conductors are smaller in diameter 
and are more easily fused than open-wire lines. Large 
differences in potential between the conductors also occur 
a t  various points along a cable which has protectors fitted 
to some pairs only at branching points. 

4.0 Detection and Warning Systems 

For the detection and location of CG lightning, there are 
two proven approaches; 1) magnetic direction finding 
(MDF) [3] and, [4] time-of-arrival (TOA) 151. 

4.0.1. MDP Technology 

The MDF technique has been in widespread use since the 
late 1970s and is based on the relative induced voltages 
and polarities'in an orthogonal loop pair of antennas. 
While this technology certainly represented a major 
advancement over the limited capabilities of past systems 
there are problems with site errors, Pierce [6].  More recent 
papers indicate that the average accuracy of a MDF 
network varies from 6-10 Km [71, based on the number of 
sensors employed and their operating baselines. There are 
many forms of these "flash detectors" and their accuracy 
will vary with design and/or the technology employed. 
Another form of this technology incorporates a stand-along 
sensor design. These systems lack sufficent accuracy to 
support reliable application within typical explosives 
operations. As noted by Wantland and Free [8], such storm 
trackers "measure the direction of flashes just like the 
networks, but analyze the waveform shapes of several 
strikes to estimate storm distances to within a few miles". 

4.0.2 TOA Technologl! 

For more than half a century, TOA technology, which is 
also used in the satellite based Global Positioning System, 
has by far, been considered to be the most accurate way of 
fixing the source of an individual spheric. The exceptional 
accuracy of these systems is made possible through use of 
accurate interstation timing of less than 1 microsecond. 
Papers by Bent, [5] and Lyons and Bent [9] describe basic 
system operations and present examples of data collected 
by operating TOA networks in the U.S. during the early 
1980s. In addition, more recent papers by Casper [lo] and 
independent research by Dr. M.J.G. Janssen [ll], and E. 
Montandon [12] address accuracies of 200-600 meters or 
better from TOA networks and document the superiority 
TOA technology has over the antiquated MDF method. 

4.0.3 W-K Systems 

The most common and reliable technology utilized to 
provide advance warning of the potential for lightning is 
the electric field mill. This instrument is designed to 
constantly measure the intensity of the potential electric 
field, either negative or positive, between the base of the 
clouds and the surface of the earth. Once a predetermined 

alarm threshold is exceeded, the system will activate an 
audible and/or visual alarm. 

The reliability and accuracy of these devices varies from a 
primary level of measurement, to what can only be defined 
as gadgets. The price of the latter may vary from $50 to as 
much as $4,000, while more reliable high resolution EFMs 
will cost approximately $6,000. Most designs support 
integration with a PC and/or remote alarm, and provide 
digital (RS-232) and/or analog outputs. 

In the past, there has been serious concern regarding the 
use of these systems since many view them as being prone 
to false alarms, thus production orientated people are 
hesitant to respond to an alarm that is initiated at a preset 
value someone claims is ideal to optimize system 
application. The alarm threshold commonly used is 2,000 
Volts per meter (Vm). Many scientists feel that when this 
level of potential is met, conditions are ideal for a lightning 
event. While some systems may lay claim to a substantial 
increase in resolution above 5,000 Vm, when such a level 
has been attained, in most cases any opportunity for a 
timely response to the threat has been all but lost, and 
their is a likelyhood that a lightning event has already 
occurred. 

In most cases, the field mill's reputation for false alarms is 
unfair since most of the time such determinations are based 
on observations obtained through application of unsound 
procedures. For example, counting the seconds between 
the flash and the sound of thunder to determine the 
distance to the storm is no longer viewed as an acceptable 
method. Research has shown that in many cases, up to 
40% of the thunder associated with lightning is not heard 
by the people who observe the event. This is usually 
caused by, atmospheric abnormalities such as sound 
focusing and distortion induced by the wind-field. 

Figure 2 shows a comparison between real time lightning 
data and a field mill. The field mill data shows an electric 
field in excess of 2,000 Vm occurring within a 10 mile range 
(Point 1) and at  least 15 minutes advance warning for a 
stroke that occurred at  a distance of !ess than 5 miles 
(Point 2). Of particular interest are the field changes that 
occur when lightning strokes, both cloud and ground, take 
place nearby, as can be seen at  points 1 and 2, and between 
points 3 and 4. 

5.0 Data M e s a  and Display 

Within this section we will discuss the impact data 
timeliness has on the user, and the types of displays most 
commonly used to view data. 

5.1 DataTimeliness 

With regard to time, there are basically two types of data, 
realtime and otherthan realtime (aged). Realtimelightning 
data will normally be delivered and displayed within a 
reasonable time after the event. In most cases, if the data 
is received within 1-minute of the actual event it is 
considered to be realtime. Aged data (other than realtime) 
may be received with an induced delay, be buffered for a 
period of time then sent at established time slots, or 
combined with other data from radar and satellites. 
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5.1.1 R e l r t j m D . t r  

Realtime data provides an overview of what is going on at  
the present time. When integrated with realtime data 
previously received, a reasonable interpretation of the 
scope of the activity, its projected movement and closest 
point of approach or time of arrival a t  the site can be 
determined with a reasonable level of credibility. Thus the 
user can anticipate when the threat will occur, and in some 
applications, what action can be taken to reduce damage to 
facilities ana disruption of operations. 

Users of Kdtirhe data must always keep in mind that 
various elements and processes within the atmosphere can 
produce significant variations in existing patterns. The 
thunderstorm cycle, local topography or the time of day 
when a system passes could produce storm intensities that 
are less, or more intense than, what was originally viewed. 

5.1.2 AKUI Data 

Aged data is normally intended to provide users with a 
broad picture of what has already occurred within a 
specific t5e-window. In many cases subject data is 
meshed with similar information such as radar data and 
satellite imagery. It must be remembered that as the age 
of the data increases, there is a significant decrease in its 
applicatian value. This data form is not recommended if 
lightning sensitive operations are conducted on a routine 
basis and the site experiences more than 5 thunderstorm 
days per year. 

5.2 Data Displays 

With the advent of advanced video graphics and high 
speed and compact processors, industry has been able to be 
very response to varied requirements for ways to dispIay 
data, along with supporting background graphics. In 
general, there are two basic categories of displays: (1) 
Pavlovian; and, (2) hands-on. 

5.2.1 Parlovia Display 

This type of display is normally connected to an on-site 
sensor. Basically, the function of the display involves 
flashing fights, bells and whistles scenario that is designed 
to generde a response of sorts from the user. Type of 
displays include red lights, flashing lights, alarms, or one of 
the most common, a computer based system that displays 
a pie shaped circle that will change color, based on the 
number aLflashes/strokes detected within a particular slice. 
These displays can be effective to some extent as long as 
the function of the systemoperator is to  initiate a response 
and the alarm thresholds and system controls are accessible 
so that changes can be implemented whenever changes in 
the activity's mission take place. 

Some serious drawbacks of such displays include the 
inability ta determine the storm's direction and speed or its 
stage of development involved. In addition, many times 
such systems are advertised as providing the user with 
storm severity, which is determined by counting the 
number of flashes that occur within a given timeframe. 
While this claim may inadvertently by true in some cases, 
there is no scientific proof to support such a claim, and as 

s t a t e d s l i e r ,  lightning frequency is not a consideration 
when determining storm severity. If it were, surely the 
National Weather Service recognke such a technique. 

The biggest drawback of this type of display is that the 
user never gets a feel for patterns associated with storm 
activity, and is placed in a position that any action must 
be tied to  the color pattern and/or some form of alarm 
device, either audio and/or visual, since no reference point 
is available to quality control the data before responding. 
This scenario can created problems that will directly 
impact on productivity, and reduce user confidence in the 
system over time. For example, follow-up evaluation of 
alarm actions may later be ruled as false even though only 
limited supporting data is available, In addition, the 
system operators may be forced into a position where they 
must wait for an alarm before any action can be taken. 

6.2.2 H.mh-On Displays 

This t G e  of display is designed to assist the user in 
monitoring the sise, patterns, density and movement of 
thunderstorm areas. The biggest advantage gained from 
such an operating profile is that the user can normally gain 
a feel for the thunderstorm pattern and anticipate future 
movement and speed of the cell(s) with an adequate level 
of accuracy. 

~ 

Naturally, the most important part of any hands-on 
display system is the software used to operate it. These 
software packages are usually menu driven, user friendly 
and irrclude a basic screen display that is either generic to 
system_users, or tailored to  specifically meet both generic 
and unique needs. Many packages will also include added 
features that the operator can use to enhance and/or 
further manipulate the displayed data. Special purpose 
operating features that are common to most systems 
include soom, time lapse and data looping. 

Some af the more sophisticated software packages may 
include user programmable features that include alarm 
areas, movable windows, integration of electric fietd mills, 
predefined displays, alternate map setups, range and 
bearing determination, a cycle graphic, access to stroke 
details on command, and greater control of map and 
display features, titles and time. All of these elements 
further enhance the potential for accurate/effective 
interpretation of the data base by layman. 

Graphic displays have become very popular because they 
usually employ a background map which depicts various 
landmarks, such aa roads, towns, and the user's facility. 
The W t y  to view data in this form further enhances the 
users ability to "feel" the storm and maintain proper 
orientation when viewing the lightning activity as it moves 
closer to the user's facility. 

It is important to note that moat hands-on displays 
include a user controlled Pavlovian profile. The Pavlovian 
application differs when used with these displays in that its 
p u r p w i s  to attract the attention of the user to the system 
to effect data review and manipulation, rather than cause 
a direct response. In addition, in most cases, the system 
operator has extended control over alarm thresholds, the 
area they affect, and the type(s) of alarms employed. 
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6.0 Data Msnipdation. Application. and Intearstion 

This section will address the three issues stated, in a 
combined form, with respect to  lightning detection systems 
and advance warning instrumentation. To help the reader 
gain a perspective on the various types of systems and how 
they may integrate with each other, Figure 8 is provided. 
This drawing provides an overview of a fully automated 
system designed for the Greater Orlando Airport Authority 
(GOAA). The system depicted has been installed and is 
currently undergoing a ninety evaluation process, the 
results of which will be used to determine what settings and 
thresholds will be used in the standard operating profile. 

6.1 Detection Systems 

This section will address the use of data from stand-alone 
systems (on-site) and data that is received from a network 
of sensors like those employed by the Navy in their 
Lightning Detection and Tracking System Networks. It 
cannot be overly stressed that these types of systems rely 
on the fact that lightning has or is occurring. Use of a 
detection system will not alert the user to the presence of 
a cell developing overhead or the threat posed by an anvil, 
either of which could produce a first strike at  the facility. 
Thus, while the potential for a first stroke event to take 
place at a specific time and place, is slim, the decision as to  
whether such a risk is governed to a great extent by the 
nature of the operations being conducted. 

For example, when conditions appear to  be threatening at 
a training facility such as NTC Orlando, the decision, in 
the absence of any lightning, to move personnel indoors is 
based more on not having the troops get drenched, then it 
is on the danger lightning presents. On the other hand, if 
munitions are being handled, a response under similar 
circumstances would be borne out of concern that there is 
a good chance for that lightning will occur, based on the 
ominous appearance of the clouds. 

6.1.1 Stand-Alone Systems 

These systems are basically flash detectors for the most 
part, and their design may be as simple as a black box with 
a simple antenna design, to a platform mounted sensor in 
an open field. The more basic detectors include an alarm 
system within their design that is rather simple and to  the 
point. Most detectors use an averaging method, and if 
designed to measure an electro-magneticsignal, are subject 
to local interference, site-errors and other elements that 
could further degrade the limited accuracy of such systems. 
Some include a capability to  be integrated with a PC, on 
which various data is displayed, or a chart recorder. 

For the most part, depending on the technology used, such 
sensors do not offer the level of accuracy sustained by 
networks, In addition to the lack of a reasonable level of 
accuracy, many of these systems, by virtue of their display 
profile; are Pavlovian in nature and give little room for the 
user to try and evaluate the data  to ascertain the storm’s 
direction of movement, its speed, intensity or the existence 
of a cyclic pattern. 

In many applications such sensors have proven to be of 
some value. However, use of such systems should be 

limited to small scale operations that are conducted in 
areas where little or no thunderstorm activity takes place 
(less than 8 thunderstorms days per year) and only a 
Pavlovian application would be employed. 

6.1.2 Network Data 

During the past fifteen months the Department of 
Commerce (DOC) and NOAA have been conducting a 
competitive procurement under which they will obtain 
realtime lightning data for the contiguous 48 states and 
adjacent coastal areas and boarder areas. Although 
negotiations continue, a contract is scheduled for award 
sometime in September, 1992. Within the solicitation, 
specific note was made of the need for such data in support 
of ordnance and weapons related operations. 

The reason for such interest in network data is obvious in 
that data provided by sensors designed to  function as a 
network produce the best results with respect to  lightning 
detection and location accuracy. In addition, the data 
supplied under the contract will employ TOA technology 
and provide a data base which will reflect individual stroke 
information. 

Personnel who currently utilize this data are able to 
perform various levels of analysis, even though they are 
layman, For example, the user is able to ascertain not only 
the general patterns as they evolve, but also get a feel for 
the system’s movement and its cyclic profile. Armed with 
this information, the user can make adjustments in 
schedules, anticipate disruptions during certain periods 
and, after operations are shut-downor curtailed, determine 
when conditions are such that a return to limited or full 
operation is warranted. Experience has shown that use of 
such data is only limited by the imagination of the user. 

In addition to the above, such displays can be setup to 
work in a Pavlovian profile, and at any time be overridden 
by a human if need be. The advantage to this capability 
is that non-technical personnel can be used to monitor the 
system for alarms that are determined by supervisors 
and/or managers, then when an alarm is initiated, contact 
appropriate personnel who will further analyze the data 
and determine a response will be necessary. 

Such systems usually have the capability to  injest and 
display data from advanced warning systems. Typically, 
the actual Vm levels measured by each EFM are displayed. 
As discussed below, access to such data and its corrolation 
with realtime stroke data offer a complete overview of the 
lightning profile to  the system operator. 

6.2 Advanced warn in^ Syatem f Stand-Alone) 

As discussed above, there will be situations where overhead 
development of what appears to be convection activity 
would have an impact on operations. In many cases, 
weather patterns such as warm fronts or local convective 
activity, while intense at times, will not produce 
thunderstorms. While conditions will be similar to those 
viewed during activity, vertical development of the activity 
may be suppressed and therefore only rain will occur. 

It is during threatening conditions that do not produce 
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thunderstorms, that an advanced warning system such as 
an EFM, serves its most useful purpose. The fact that 
operations continue during conditions which wouId 
normally produce a shut-down, can result in substantial 
savings. Likewise, as a thunderstorm moves away from a 
site, noting the EFM's return to a stable profile, can 
facilitate a timely return to  normal operations. 

~ 

In addition to  an advanced warning application, someusers 
of EFMs have employed them as lightning detectors. When 
tied to a digital output or graphic profile, €he viewed aSa 
can be used to identify the presence of nearby lightning 
activity (Figure 2), especially cloud strokes. However, it is 
important to note that with the exception of the on-site 
response to an exceeded threshold, data from the EFM 
cannot pmvide a profile reflecting direction of and speed, 
or actual location of the cell with respect to the user site. 

As we can see, use of EFMs, as a detection system, has its 
positive and negative points. As with many instruments, 
Initiative on the part of the end-user often produces an 
added application that in most cases, may be limited in 
scope. For example, the writer knows of some people who 
use EFM data to  get a feel for static charge during Winter 
months. While this is case where the instrument is used to 
monitor cnnditions that are extremely stable conditions, 
rather than unstable, the bottom line is that by 
understanding the strengths and weaknesses of such an 
application, the end-user can benefit from the additional 
application. However, personnel should exercise caution 
when usbig any instrumentation for an application for 
which it was not designed. A better method by far, would 
be to integrate such data with other data bases, producing 
informaticin that, through correlation, can produce 
expanded results. 

7.0 C o n b i o n s  _ _  

After carcfil review of the information provided herein, i t  
is obvious that only through proper planning can a 
potential user of lightning detection and advance warning 
systems select the operating profile needed to support their 
mission. In addition, items such as the level of control 
exercised by personnel who drrectly and indirectly use and 
apply the data, required accuracy, and the need to develop 
an effective program and system configuration that can 
meet thedemands of existing requirements and will be 
flexible in responding to future changes in the activity's 
mission. ~ ~ 
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TYPICAL ELECTRIC, FIELD MILL DATA 
DURING LIGHTNING ACTIVITY 
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FIGURE 2 



Figure 3. Cathode-ray oscXcgnrn of highest voltage on 
a transmissionline; 110 kVFvccd@e ofArkansasPower 
and Light Company; no g o u c d  xire. 
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Figure 4. Current induced by a Lightning stroke with a 
crest current of 150 l ~ 4 a n d w a ~ ~ o r m  of5i65psatvanous 
distances from a line. 

Figure 6. VoItagesandcurrentsin a horizontalconductor 
due to earthgradients arising from a finite each condicu- 

. tivity. Ground resistivity 1,000 ohms/meter and stroke 
velocity 50 m ps'. 
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Figure 5. Current to earth at the ends of a sinzle horizon- 
tal wire for various crest stroke currents and separatks 
distances (zero soil resistivity). 
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Figure 7. Crest voltage between the metal sheath and 
conductors at the end of the cable (the entry point of a 
lightning surge with a 5/65 ps  waveform) for values of a 
sheath resistance between 0.1 and 5 ohmskilometer -'. 
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